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2008 Ford Escape Hybrid 


1. The Ford Escape Hybrid is a small SUV with a gasoline/electric hybrid 
engine. The 2008 model averages 36 MPG in city traffic, making it one the 
most efficient SUV’s in production. The Ford Escape has transponder 
immobilizer standard on all models. The car is programmable with the 
T-Code, MVP or CodeSeeker using the PATS 4 protocol. 


2. A Strattec 599114 key blank can be used, but the 


2008 models also offer the integrated remote key, 


Strattec part #692683-1. With two working keys you 


can add more using the standard Ford on-board 


procedure and the remote can be programmed on- 


board as well by cycling the ignition off to on 


8 times in rapid succession. 
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Manufacturers: Interested in 
offering rebates or discounts to 
NLAA members? Contact Marc 


Goldberg at the Home Office 
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3. First insert a wedge gently 


into the upper doorframe 


with a piece of cardboard as 


a protector for the paint. 


4. Next insert an “Air Wedge®” to give you more space. Take care in using 
the air-wedge as it is can apply a lot of force. 


Opening the 2008 Ford Escape 
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5. Insert a Long Reach rod 
tool, which is available 
from most of the car 
opening tool companies. 


6. Pull on the inside 


handle to open the door. 
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7. There is only one external lock on the 2008 


Escape, the driver’s side door lock. Removal is not 


too difficult, but I would use the Determinator or 


even try to impression the ignition before 


removing the door lock to generate a first key. 


8. The door panel must be removed. 


9. Begin by removing the two Phillips screws 


in the rear panel edge. 


Door Lock Removal and Disassembly 
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10. Then remove the one Phillips screw 
in the forward edge of the panel. 


11. Next remove the Phillips screw at the bottom 


of the inside door pull. 


12. Now remove the Torx 25 behind 
the inside door handle. 
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13. Now carefully pull up on the driver’s door 


master switch assembly. 


14. Disconnect the two plugs from switch assembly. 


15. Next remove the triangular trim piece at the 


front edge of the window. 


National Locksmith Automobile Association 
Issue No. 84 • 7 


16. Now carefully pull outward on the door panel 
to release it from the door. 


17. The type of door panel fastener in use. 


18. Next release the cable from the inside door handle. 
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19. The panel removed and exposing the 


door cavity and components. 


20. To remove the lock you will need to remove 
the handle. There are two Torx 20 screws holding 
in the handle. Remove the rear screw. 


21. Now remove the forward screw. 
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22. Now remove the trim piece from around the lock. 


23. Slide the handle forward to remove it. 


24. There is a rubber gaskets around the area where 
the lock handle was located and can easily slide off 
and fall to the ground without you noticing. 
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25. Remove the small, white plastic clip that 


secures the inner door lock assembly. 


26. Now unclip the fastener that holds the inner 
lock assembly to the door frame. 


27. With the inner door lock assembly released, 


depress the small clip and the lock cylinder 


can be removed. 
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28. The lock cylinder removed. 


29. To disassemble the lock, remove the facecap 


and shutter. 


30. Next remove the spring on the back of the lock. 
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31. The plug is indexed (warded), so you will 


need to have a working key or pick the lock to 


remove the plug. 


32. The door lock contains wafer positions 2–7. 


33. The wafers are stamped. 
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34. There is no glove box lock on this model. 


35. The ignition lock on this vehicle is one of the 


new variations of the now standard Ford non- 


sidebar design. It is identified by its chrome face 


and keyhole in the center of the lock. It uses an 


active retainer and can be easily removed 


if turned to the ACCESSORY position. 


36. There are three screws holding the plastic 
shroud on to the column. 


Glove Box Lock 


Ignition Lock Removal and Disassembly 
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37. The two rear screws are 7/16" and the 


forward one is 8mm. Remove them. 


38. Now separate the plastic shroud. 


39. The transceiver ring is exposed. 


National Locksmith Automobile Association 
Issue No. 84 • 15 


40. Remove the ring to get access to the retainer. 


41. With the lock in ACCESSORY position, 


depress the retainer and remove the cylinder. 


42. The cylinder removed. 
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43. To disassemble the cylinder you will need to remove 


the facecap. It is crimped over, so you will need to un- 


crimp it carefully. To my knowledge at this time the 


facecaps are not available so you will have to reuse it. 


44. Now remove the hardened face. 


45. The cylinder comes out the front of the lock and 


contains tumbler positions 1 through 7. 


